
Exposure to particulate air pollution (PM2.5) is an 
ongoing health crisis across major cities in Asia. 
Particle respirator masks, designed for industrial 
worker protection, are one of the few ways people 
can protect themselves while outdoors. 

AQblue (Malta-EU) was founded in 2015 by two 
American entrepreneurs, Thomas Druk and Je� 
Bauer, while living at ground zero for air pollution, in 
Beijing, China. Finding that many masks available 
were unreliable, uncomfortable, and untrustworthy, 
they set out to design a better mask for both 
children and adults.  

Years of research, product design, testing, and over 
4 years of operating their own mask manufacturing 
facility, have made them experts in air quality and 
respirator masks.

AQblue was founded on the idea of creating a 
modern pollution mask that combines the 
e�ectiveness and reliability of traditional industrial 
masks with an added emphasis on comfort and 
color choices for everyday consumers. 

Apart from masks, AQblue participates in and 
promotes a variety of projects related to air 
pollution and green initiatives, such as air pollution 
awareness education campaigns, mask donation 
programs, and an ongoing used mask recycling 
project in Vietnam, making the company a leader in 
the air quality industry. Great masks, made by a 
responsible company, with an American level of 
quality assurance is what makes AQblue truly 
special.  



AQblue Classic
This mask uses a conventional style that is 
similar to other work safety mask designs, yet 
still emphasizes �t and comfort. We o�er 9 
colors and 3 sizes. Our mask is certi�ed KN95 
(Chinese standard) and can block over 99% 
of non-oily PM2.5 particles. The 
recommended use time is 20 hours.

CERTIFIED

GB2626 - 2006

KN95

CERTIFIED

GB2626 - 2006

KN95

AQblue Plus
The AQblue Plus mask has the same level of 
�t and comfort as the AQblue Original but 
sits closer to the face and has sleeker angles, 
in all 3 sizes, for a more stylish and fashion-
able look.

Even though we use work safety 
certi�cations to show our mask is e�ective 
against air pollution, we want to set our 
mask's style apart from other work safety 
masks.  

The mask �lters are certi�ed for both KN95 
and KF94 (Korean standard). This �lter can 
block over 99% of oily PM2.5 particles. The 
recommended use time is 25 hours.

KF94



AQblue Classic – Particulate Air Pollution Respirator
Key Features: Adjustable ear straps, exhalation valve, high-density nose foam
Color Options: White, Black, Red, Green, Light Pink, Blue, Gray, Purple, Light Blue
Recommended Use Time: 40 uses for a total of 20 hours
Certi�cation: KN95 GB/T 32610 2016
Weight in package: 16 Grams
Package size 19.1x14 cm
Country of manufacture: China



 AQblue Classic Masks Popular Protective Mask 

Filter Efficiency *China Certified GB/T326102016 KN95 standard: 
≥95% PM0.3 / ≥99% PM2.5 
"Meets the United States NIOSH N95 filtration 
standard, tested by Nelson Laboratories of 
America. Blocked over 98% of PM0.3 particles. 

*China Certified KN90 Standard: ≥90% PM0.3 

Usage Disposable Mask  

Recommended 
Use time 

40 Uses for a total of 20 hours 8 hours 

Sizes 3 sizes (Adults and Kids) 
Small : 8-10 cm  Ages  3-6 
Medium : 10-12 cm Ages  7-13  & smaller adult faces 
Large : 12+ cm  Ages 14+ 

1 size 

Colors 9 colors : White, Black, Red, Green, Light pink, Blue, 
Gray, Purple, Light Blue 

1 color option 

Nose Foam High density PU nose foam adds comfort and 
enhances the mask seal 

No nose foam. Allows air to leak around 
the nose and causes glasses to fog 

Nose Bar Withstands more than B0 bends; placed inside the 
mask for a cleaner looking design 

Metal piece that withstands only 20 bends 
before breaking; glued to outside of mask 

Ear Straps Spandex material, soft, and comfortable; The 
material will not become cold during the winter. 

Elastic rubber material: tight, non-adjustable, 
uncomfortable. It pulls ears and hair, and 
often gets cold during winter against back of 
ears 

Exhalation Valve Yes; ultra thin silicon disk for high breathability, 
round, sleek design 

Yes 

Package Easy to notice on the shelf. lnfornrative, simple 
ciesign, English language text. The package is a 
thick, resealable bag that adds to the high-quality 
feel. Package size 19.1x14 cm 

Cluttered design and less noticeable 
package colors. 
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A major drawback of many industrial work safety masks is that they are designed to be worn for one 
work shift (8 hours). The �lters and other mask components break or deteriorate after just a few uses.
AQblue masks use heavy-duty parts and components that enhance durability, �t, and comfort. These 
components allow customers to use our mask more e�ectively for the full lifespan of the product (up 
to 35 hours).

Mask Parts and Features

High-density nose foam seals the top of the 
mask and protects the most sensitive part of 
the face.

A heavy-gauge, wire nose bar is 
hidden inside the mask. It can 
be bent over 50 times.

4 mask layers are welded together 
using a single, solid line, keeping the 
edges of the mask soft to the touch. An ultra-thin silicon piece 

allows heat, humidity, 
and carbon dioxide to 
escape through a 
one-way valve.  

Adjustable ear straps help 
keep the mask �tting tightly 
after extended use.

An electrostatic particle 
�lter collects PM2.5 air 
pollution (see ‘Filter 
Technology’ page for 
more information)

A polyester pre-�lter extends 
the use time of the mask and 
helps it hold its shape.

Thick polypropylene acts as a protective 
outer layer, while a thinner and softer layer 
lines the inside of the mask for comfort.

FitDurability

Comfort

Well Balanced
AQblue masks o�er the best balance of durability, �t, and comfort on the market. 
While other mask brands o�er industrial masks with air pollution packaging, we 
have designed our masks with an air pollution-conscious consumer in mind from 
the beginning.




